167 MIN.
OUTSIDE DIM.

OR CONTINUOUS REINF.

REINFORCING EXTENDING TO
/_ 1" MIN. CLR. AT CORNERS
} / ARDUND CORNERS

TWO LAYERS
INSIDE AREA =3/16 SQIN/FT
QUTSIDE AREA == 3/16 SQIN/FT

1 IN. MINIMUM CLEARANCE

CIRCUMFERENTIAL REINFORCING
SPACING NOT TO EXCEED 2 IN.

LONGITUDINAL REINFORCING
SPACING NOT TO EXCEED B iN.

CASTINGS A & B (UNLESS NOTED) PRECAST ADJUSTING RINGS
STD. PLATES 2201D & 2202C {MN/DOT, STD. PLATE 4010)
MIN.~1, MAX.~2.
SHIM FRAME TO MATCH GRADE, SET RINGS IN 3/8" THICK
1/27 MIN. MORTAR THICKNESS. MORTAR BED. PLASTER
EXTERIOR WITH 1/2" MORTAR,
DO NOT PLASTER INTERIOR

Y 58" X 58" X 8"
| i PRECAST COVER WITH CONCENTRIC
- L ; 27" DIA.
T T et
8" MIN.

Bl |

CUTQUTS AS REQUIRED

‘”‘ .-._. [ .-: . :_-:_ . ‘,'_ ".‘ ;_.g,\_‘
. Xl 13 . - -
66" X 668" X 8"
PRECAST BASE SLAB
REINF. = #4 © 12" 0.C. EW.

OR CONTRACTORS OPTIONAL
CAST—IN—PLACE BASE SLAB

NOTE:
oute_Fr 2002t Vo._A TGS WTH A MAXIMUM DEPTH T0 DIPE INVERF OF © FT.
. ' CITY OF ST. PAUL Date of | Stondard
APPROVED o DEPARTMENT OF PUBLIC WORKS Revision| Plate

JULY No.
~ Y ENGINEER ™ MANHOLE, TYPE IV PRECAST 2002 2117A




